EATON'S REAGENT    CAS # 39394848

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. Toxic if

    inhaled.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    Larynx and bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Amines, Strong reducing agents, Strong  oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 23 26 36/37/39 45

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ECDYSTERONE    CAS # 5289747

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.2 - LD50 29032.3 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ECOR I    CAS # 80498175

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

  ACUTE EFFECTS

    MAY BE HARMFUL BY INHALATION, INGESTION, OR SKIN ABSORPTION.

    MAY CAUSE IRRITATION.

    PROLONGED OR REPEATED EXPOSURE MAY CAUSE ALLERGIC REACTIONS IN CERTAIN

    sensitive INDIVIDUALS.

    THE TOXICOLOGICAL PROPERTIES HAVE NOT BEEN THOROUGHLY

    INVESTIGATED.

  RTECS #: RF0757500

    NUCLEASE, RESTRICTION ENDODEOXYRIBO-, ECORI

    ONLY SELECTED REGISTRY OF TOXIC EFFECTS OF CHEMICAL SUBSTANCES

    (RTECS) DATA IS PRESENTED HERE. SEE ACTUAL ENTRY IN RTECS FOR

    COMPLETE INFORMATION.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: HAZARDOUS POLYMERIZATION  WILL

REACTIVE PROPERTIES

- 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA    CAS # 6381926

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26-36/37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA CALCIUM    CAS # 62339

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.   Ingestion: May be harmful

if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA DICALCIUM    CAS # 19709854

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

REACTIVE PROPERTIES

MAY CAUSE EXPLOSIVE DECOMPOSITION OF MALEIC ANHYDRIDE.  REACTS VIOLENTLY

WITHTRIISOBUTYL ALUMINUM.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA DIPOTASSIUM    CAS # 2001947

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50  1000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

IRRITATION DATA

 skin

   Rabbit

   500 mg

   Remarks: Mild irritation effect

   Eyes

   Rabbit

   100 mg

   Eyes

   Rabbit

   100 mg

   30S

   Remarks: Rinsed

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.5 mg/m3

   DOE Short Term Exposure Limit  5 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   200 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA DISODIUM    CAS # 139333

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation skin Absorption: May be harmful

if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Will not occur

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36

   Risk Statements: Irritating to eyes.

   S: 2   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  60 mg/m3

   DOE Short Term Exposure Limit  150 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA DISODIUM    CAS # 60004

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation skin Absorption: May be harmful

if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Will not occur

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36

   Risk Statements: Irritating to eyes.

   S: 2   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  40 mg/m3

   DOE Short Term Exposure Limit  125 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   150 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EDTA TRISODIUM    CAS # 150389

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2150.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EGTA    CAS # 13368133   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  3587.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Eyes. Liver. Kidneys. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EGTA    CAS # 67425

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  3587.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Eyes. Liver. Kidneys. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EHTYLMETHYL OXOBUTYRATE (3,2-)    CAS # 20201245

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  109.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EICOSANE    CAS # 112958

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  348.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLIN   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EICOSANOL (1-)    CAS # 629969

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX .9 - LD50 64000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .1000 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ELASTASE    CAS # 39445211

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Respiratory: May cause allergic respiratory reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Use extinguishing media appropriate to surroundingfire

conditions.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid inhalation.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 36/37/38 42

   Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by inhalation.

   S: 24 26 23 36/37

   Safety Statements: Avoid contact with skin. In case of contact

   with eyes, rinse immediately with plenty of water and seek

   medical advice. Do not breathe vapor. Wear suitable protective

   clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENALAPRIL MALEATE    CAS # 76095164

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  2973.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Causes a fall in blood pressure. Can cause nausea, headaches,

    hypotension, CNS depression, nasal vasoconstriction. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENDOGALACTOSIDASE (BETA-)    CAS # 52720511

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: WILL NOT OCCUR

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENDOPROTEINASE    CAS # 72561058

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: May cause allergic reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Repeated exposure can cause: Asthma.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 36/37/38 42/43

   Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by inhalation and skin contact.

   S: 22 26 36/37 45

   Safety Statements: Do not breathe dust. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing and gloves. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENDRIN    CAS # 105208853

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   E   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5+ - LD50     3.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: USE EXTINGUISHING MEDIA APPROPRIATE TO SURROUNDING FIRE

CONDITIONS.

TOXIC EMISSIONS WHEN BURNED: :    HYDROGE

  Immediately Dangerous to Life and Health  2 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENDRIN    CAS # 72208

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   C   .   E   .   .   .   I   J   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   5.2

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5+ - LD50     3.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: USE EXTINGUISHING MEDIA APPROPRIATE TO SURROUNDING FIRE

CONDITIONS.

TOXIC EMISSIONS WHEN BURNED: :    HYDROGE

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .1 mg/m3

   DOE Short Term Exposure Limit  .3 mg/m3

   DOE Ceiling Limit 2 mg/m3

  Immediately Dangerous to Life and Health   2 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENOXACIN    CAS # 74011588

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    May cause nausea, headache, dizziness, lightheadedness,

    crystalluria, gastrointestinal or neurological adverse effects.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Nitrogen  oxides

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE Store at 2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ENTEROKINASE    CAS # 9014748

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

REACTIVE PROPERTIES

STORAGE   Store at -20°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EOSIN B    CAS # 548243

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Nitrogen  oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EOSIN Y    CAS # 15086949

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

IARC CARCINOGEN LIST

    Rating: Group 3

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EOSIN YELLOWISH    CAS # 17372871

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

IRRITATION DATA

   Eyes

   Rabbit

   Remarks: Moderate irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36

   Risk Statements: Irritating to eyes.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPHEDRINE (1R,2S-)    CAS # 299423

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   600.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   Causes rapid pulse, rise in blood pressure and other actions

   similar to epinephrine. Has been known to cause allergic

   sensitization. A sympathomimetic agent with direct and indirect

   effects on adrenergic receptors.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  186 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Light sensitive. Hygroscopic.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8°C SPECIAL REQUIREMENTS  Light sensitive. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 22-25

   Safety Statements: Do not breathe dust. Avoid contact with eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPIBROMOHYDRIN    CAS # 3132647

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation. Lachrymator.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs. Kidneys. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  138.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Sodium, Zinc, Aluminum, Magnesium, and their alloys, Acids,

Bases, Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22-36/37/38-40

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin. Limited evidence of a carcinogenic

   effect.

   S: 26-36/37

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.25 mg/m3

   DOE Short Term Exposure Limit  3.5 mg/m3

   DOE Ceiling Limit 25 mg/m3

  Immediately Dangerous to Life and Health   125 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPICATECHIN    CAS # 490460

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPICHLOROHYDRIN    CAS # 106898   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   B   .   D   E   F   G   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.2 - TD50     3.0 mg/Kg

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   3.7

  ACUTE TOXICTY RISK INDEX 3.7 - LD50    90.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   3.5 - LC50    944.2

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Toxic if absorbed through skin. Readily

   absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Toxic if inhaled. Material is extremely destructive

   to the tissue of the mucous membranes and upper respiratory   tract.

   Ingestion: Toxic if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Liver. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Direct contact of liquid epichlorohydrin may cause clouding of

   the cornea and tissue death. Avoid high concentrations of

   unreacted epichlorohydrin in reaction systems. Rubber or

   neoprene are slowly penetrated by epichlorohydrin. Use

   polyethylene. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   13.1 mm Hg @ 20 °C

  FLASH POINT  89.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Do not mix with:, Acids, Bases, Ammonia, Amines, Sodium,

Zinc, Magnesium, Aluminum, and their alloys,   Halides.

FIRE EXTINGUISHER:  appropriate foam. Carbon dioxide.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45 10 23/24/25 34 43

   Risk Statements: May cause cancer. Flammable. Also toxic by

   inhalation, in contact with skin and if swallowed. Causes burns.

   May cause sensitization by skin contact.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 2 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value .5 ppm

  Immediately Dangerous to Life and Health  75 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 ppm

   DOE Short Term Exposure Limit  5.7 ppm

   DOE Ceiling Limit 24 ppm

  Immediately Dangerous to Life and Health   72 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPINEPHRINE BITARTRATE    CAS # 51423

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  4   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.6 - LD50    12.9 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be fatal if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Smooth muscle.

SIGNS AND SYMPTOMS OF EXPOSURE

   Laboratory experiments in animals have shown fetotoxic results.

   This material is a vasoconstrictor, cardiac stimulant, and

   bronchodilator. Exposure can cause anxiety, restlessness,

   palpitations, tremors, weakness, headache, cardiac arrhythmias,

   cerebral hemorrhage, and pulmonary edema in hypersensitive

   individuals.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Bases, Oxidizing agents Iron and iron salts. Copper, Copper

alloys

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed.

Light sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 28 36/37/38

   Risk Statements: Very toxic if swallowed. Irritating to eyes,

   respiratory system and skin.

   S: 26 28 36/37 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After

   contact with skin, wash immediately with plenty of soap-suds.

   Wear suitable protective clothing and gloves. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPOXY DECENE (1,2:9-)    CAS # 85721251

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  173 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Heavy metal salts, Alkali metals.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store away

from heat. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 37/38 41

    Risk Statements: Irritating to respiratory system and skin. Risk

    of serious damage to eyes.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPOXYBUTANE (1,2-)    CAS # 106887   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. Harmful if

    inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  140.0 mm Hg @ 20 °C

  FLASH POINT  5 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11 20/21/22 36/37/38 40 52/53

    Risk Statements: Highly flammable. Harmful by inhalation, in

    contact with skin and if swallowed. Irritating to eyes,

    respiratory system and skin. Limited evidence of a carcinogenic

    effect. Harmful to aquatic organisms, may cause long-term

    adverse effects in the aquatic environment.

    S: 9 16 29 36/37 61

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking. Do not empty

    into drains. Wear suitable protective clothing and gloves. Avoid

    release to the environment. Refer to special instructions/safety

    data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 ppm

   DOE Short Term Exposure Limit  75 ppm

   DOE Ceiling Limit 200 ppm

  Immediately Dangerous to Life and Health   200 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPOXYCYCLOPENTANE (1,2-)    CAS # 285676

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  50 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37/38

    Risk Statements: Highly flammable. Irritating to eyes,

    respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPOXYOCTENE (1,2,7-)    CAS # 19600636

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  101 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

Keep tightly closed. Keep away from heat and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

StorageHANDLING: Avoid inhalation. Do not get in eyes, on skin, on  

clothing. STORAGE: Keep tightly closed. Keep away from heat and open flame\.

Store at -20░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10 36/37/38

   Risk Statements: Flammable. Irritating to eyes, respiratory

   system and skin.

   S: 16 26 36/37/39

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Wear suitable

   protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EPPS    CAS # 16052065

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   432.9 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER: appropriate foam.

TOXIC EMISSIONS WHEN BURNED: ION

REACTIVE PROPERTIES

    User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERBIUM    CAS # 7440520

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Halogens, Strong acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Use approved class D extinguishers or smother with

drysand, dry ground limestone, or dry clay. Do not use water.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame. Store in a cool dry place. Store

under argon\. SPECIAL REQUIREMENTS  Store under inert gas. Air and moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 43

   Safety Statements: In case of fire, use special powder for metal

   fire. Never use water.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERGOCALCIFEROL    CAS # 50146   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   B   C   D   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.3 - TD50    23.0 mg/Kg

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   6.3

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.7 - LD50    10.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Toxic if absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be fatal if inhaled. Material may be irritating

    to mucous membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong  bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Air and light sensitive.

Keep tightly closed. Store under nitrogen.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen. Store at 2-8░C SPECIAL REQUIREMENTS  Air and light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T+

    Indication of Danger: Very toxic.

    R: 24/25 26 48/25

    Risk Statements: Toxic in contact with skin and if swallowed.

    Very toxic by inhalation. Toxic: danger of serious damage to

    health by prolonged exposure if swallowed.

    S: 28 36/37 45

    Safety Statements: After contact with skin, wash immediately

    with plenty of soap and water. Wear suitable protective clothing

    and gloves. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  25 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   40 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERGOSTEROL    CAS # 57874

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be fatal if swallowed.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at 2-8°C

Keep tightly closed.

Light sensitive. Air sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Light sensitive. Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 28

   Risk Statements: Very toxic if swallowed.

   S: 28 36/37 45

   Safety Statements: After contact with skin, wash immediately

   with plenty of soap-suds. Wear suitable protective clothing and

   gloves. In case of accident or if you feel unwell, seek medical

   advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERIOCHROME BLACK T    CAS # 1787617

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.4 - LD50 17590.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Nitrogen oxides

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at -20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERIOCHROME BLUE BLACK B    CAS # 3564145

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

IRRITATION DATA

 skin

   Remarks: No irritation effect

   Eyes

   Remarks: Moderate irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36

   Risk Statements: Irritating to eyes.   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

  Immediately Dangerous to Life and Health  25 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERIOCHROME CYANINE RC    CAS # 3564189

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Sodium oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERIOGLAUCINE    CAS # 3844459

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERYTHRITOL (I-)    CAS # 149326

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERYTHROMYCIN    CAS # 114078

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  4600.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. G.I. System. Ears.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Gastrointestinal disturbances. Overexposure

   to high concentrations may cause reversible deafness.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERYTHROSIN B    CAS # 15905325

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 12903.2 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERYTHROSIN B CERTIFIED    CAS # 568638

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1840.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Thyroid.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Large doses may cause thyroid dysfunction.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen iodide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 36

   Safety Statements: Wear suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ERYTHROSIN EXTRA BLUISH    CAS # 16423680

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1840.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Thyroid.

SIGNS AND SYMPTOMS OF EXPOSURE

   Large doses may cause thyroid dysfunction. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen iodide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 36

   Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESCULETIN    CAS # 305011

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESCULIN HYDRATE    CAS # 531759

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Overexposure can cause muscle twitching, weakness, lack of

   coordination, dilated pupils, vomiting, diarrhea, paralysis, and

   stupor.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESERINE HEMISULFATE    CAS # 64471

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5+ - LD50     4.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: TOXIC FUMES OF:CARBON DIOX

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESTRADIOL (BETA-)    CAS # 50282   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   C   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 5+ - TD50      .2 mg/Kg

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Female reproductive system. Male reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 45

    Risk Statements: May cause cancer.

    S: 53 45

    Safety Statements: Avoid exposure - obtain special instructions

    before use. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESTRADIOL BENZOATE (BETA:3-)    CAS # 50500

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Female reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate to

surrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 61 60 40

    Risk Statements: May cause harm to the unborn child. May impair

    fertility. Limited evidence of a carcinogenic effect.

    S: 22 36/37/39 45

    Safety Statements: Do not breathe dust. Wear suitable protective

    clothing, gloves, and eye/face protection. In case of accident

    or if you feel unwell, seek medical advice immediately (show the

    label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESTRADIOL HEMISUCCINATE (17B,17-)    CAS # 7698933

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

TARGET ORGAN(S) OR SYSTEM(S)

   Female reproductive system.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

STORAGE    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 40

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Limited evidence of a carcinogenic effect.

   S: 22 36

   Safety Statements: Do not breathe dust. Wear suitable protective

   clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESTRADIOL SULFATE SODIUM (17B,3-)    CAS # 4999795

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

TARGET ORGAN(S) OR SYSTEM(S)

   Female reproductive system.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

STORAGE    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 40

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Limited evidence of a carcinogenic effect.

   S: 22 36

   Safety Statements: Do not breathe dust. Wear suitable protective

   clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESTRIOL    CAS # 50271

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Female reproductive system.

CONDITIONS AGGRAVATED BY EXPOSURE

    There is limited evidence for the carcinogenicity of estriol in

    experimental animals. Studies in humans strongly suggest that

    the administration of estrogens is causally related to an

    increased incidence of endometrial carcinoma; there is no

    evidence that estriol is different from other estrogens in this

    respect. IARC Monograph, volume 21, page 337, 1979.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate to

surrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 61 60 40

    Risk Statements: May cause harm to the unborn child. May impair

    fertility. Limited evidence of a carcinogenic effect.

    S: 22 36/37/39 45

    Safety Statements: Do not breathe dust. Wear suitable protective

    clothing, gloves, and eye/face protection. In case of accident

    or if you feel unwell, seek medical advice immediately (show the

    label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ESTRONE    CAS # 53167   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Female reproductive system. Male reproductive system.

   Cardiovascular system. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Headache. Nausea. Vomiting. Diarrhea.

   Dizziness. Alopecia.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45 60 61

   Risk Statements: May cause cancer. May impair fertility. May

   cause harm to the unborn child.

   S: 53 45

   Safety Statements: Avoid exposure - obtain special instructions

   before use. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANEDISULFONIC ACID DISODIUM (1,2-)    CAS # 5325439

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: Causes eye and skin irritation. Harmful if

    swallowed, inhaled, or absorbed through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sodium/sodium oxides Sulfur  oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANEDITHIOL (1,2-)    CAS # 540636

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50   342.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.7 - LC50   1171.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Toxic if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Nausea, headache, and vomiting. Exposure can cause:

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    4.8 mm Hg @ 20 °C

  FLASH POINT  113 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Alkali metals, Reducing agents, Oxidizing  agents, Bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen sulfide gas Sulfur  oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid prolonged or repeated    exposure. Do

not get in eyes, on skin, on clothing. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 10-21/22-23-36

    Risk Statements: Flammable. Harmful in contact with skin and if

    swallowed. Toxic by inhalation. Irritating to eyes.

    S: 26-36/37-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves. In case of accident or

    if you feel unwell, seek medical advice immediately (show the

    label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .35 ppm

   DOE Short Term Exposure Limit  1 ppm

   DOE Ceiling Limit 7.5 ppm

  Immediately Dangerous to Life and Health   40 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANESULFONIC ACID    CAS # 594456

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1405.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.7 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   17.3 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANESULFONYL CHLORIDE    CAS # 594445   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  4   2   1   W   

  ACUTE TOXICTY RISK INDEX 5 - LD50   360.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.6 - LC50    451.3

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Toxic if inhaled. Material is extremely destructive

    to the tissue of the mucous membranes and upper respiratory

    tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    4.0 mm Hg @ 20 °C

  FLASH POINT  181.4 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Water, Strong bases, Oxidizing agents,  Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 21/22 23 34

    Risk Statements: Harmful in contact with skin and if swallowed.

    Toxic by inhalation. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANETHIOL    CAS # 75081

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   4   0      

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   682.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION HAZARD  INHALATION RISK INDEX   4.0 - LC50  11208.8

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Harmful if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. Prolonged

    exposure can cause: Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  440.0 mm Hg @ 20 °C

  FLASH POINT  -49 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Metals.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. Incompatible Materials: Avoid contact

with metals\. SPECIAL REQUIREMENTS    Refrigerate before opening.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F Xn N

    Indication of Danger: Highly Flammable. Harmful. Dangerous for

    the environment.

    R: 11 20 50/53

    Risk Statements: Highly flammable. Harmful by inhalation. Very

    toxic to aquatic organisms, may cause long-term adverse effects

    in the aquatic environment.

    S: 16 25 60 61

    Safety Statements: Keep away from sources of ignition - no

    smoking. Avoid contact with eyes. This material and its

    container must be disposed of as hazardous waste. Avoid release

    to the environment. Refer to special instructions/safety data

    sheets.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit .5 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value .5 ppm

  Immediately Dangerous to Life and Health  500 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 ppm

   DOE Short Term Exposure Limit  1 ppm

   DOE Ceiling Limit 200 ppm

  Immediately Dangerous to Life and Health   360 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANOL    CAS # 64175

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  REPRODUCTIVE RISK INDEX   -.0

  ACUTE TOXICTY RISK INDEX 2 - LD50  7060.0 mg/Kg

  NEUROTOXIC - RISK INDEX   1.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.4 - LC50  12090.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Liver. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   Can cause CNS depression. Narcotic effect. Damage to the heart.

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   43.7 mm Hg @ 20 °C

  FLASH POINT  57.2 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Alkali metals, Ammonia, Oxidizing agents, Peroxides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame. Store in a cool dry place. Handle and

Store under nitrogen\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 7 16

   Safety Statements: Keep container tightly closed. Keep away from

   sources of ignition - no smoking.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 1000 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1000 ppm

  Immediately Dangerous to Life and Health  3300 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1000 ppm

   DOE Short Term Exposure Limit  3000 ppm

   DOE Ceiling Limit 3300 ppm

  Immediately Dangerous to Life and Health   3300 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANOL-D    CAS # 925939

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  REPRODUCTIVE RISK INDEX   -.0

  ACUTE TOXICTY RISK INDEX 2 - LD50  7060.0 mg/Kg

  NEUROTOXIC - RISK INDEX   1.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.4 - LC50  12090.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Can cause CNS depression. Exposure can cause: Nausea, headache,

   and vomiting. Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   44.6 mm Hg @ 20 °C

  FLASH POINT  57.2 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Peroxides, Acids, Acid chlorides, Acid

anhydrides, Alkali metals, Ammonia.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS 

Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 7 16

   Safety Statements: Keep container tightly closed. Keep away from

   sources of ignition - no smoking.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 1000 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1000 ppm

  Immediately Dangerous to Life and Health  3300 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1000 ppm

   DOE Short Term Exposure Limit  3000 ppm

   DOE Ceiling Limit 3300 ppm

  Immediately Dangerous to Life and Health   3300 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANOLAMINE    CAS # 141435

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1720.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin. Readily

   absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .200 mm Hg @ 20 °C

  FLASH POINT  199.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Copper, Oxidizing agents, Galvanized iron.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 20/21/22-34

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Causes burns.

   S: 26-36/37/39-45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

  Immediately Dangerous to Life and Health  30 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  3 ppm

   DOE Short Term Exposure Limit  6 ppm

   DOE Ceiling Limit 30 ppm

  Immediately Dangerous to Life and Health   30 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANOLAMINE HYDROCHLORIDE    CAS # 2002246

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1720.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .200 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Bases, Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHANOLOMINE (N,BOC-)    CAS # 26690802

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   189.6 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  228.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25 37/38 41

    Risk Statements: Toxic if swallowed. Irritating to respiratory

    system and skin. Risk of serious damage to eyes.

    S: 26 39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHIDIUM BROMIDE    CAS # 1239458

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  4   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5 - LD50    38.7 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50     11.8

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be fatal if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 22 26 36/37/38 68

   Risk Statements: Harmful if swallowed. Very toxic by inhalation.

   Irritating to eyes, respiratory system and skin. Possible risk

   of irreversible effects.

   S: 26 28 36/37 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After

   contact with skin, wash immediately with plenty of soap-suds.

   Wear suitable protective clothing and gloves. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .15 mg/m3

   DOE Short Term Exposure Limit  .5 mg/m3

   DOE Ceiling Limit 4 mg/m3

  Immediately Dangerous to Life and Health   20 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHIONINE (DL-)    CAS # 67210   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   D   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.7 - TD50     9.8 mg/Kg

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  6900.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Exposure can cause: Nausea, headache, and vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHIONONE (L-)    CAS # 1307335

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   C   D   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.9 - TD50     5.2 mg/Kg

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYACETOPHENONE (4'-)    CAS # 1676637

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, andclothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in a cool

dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYBENZOYL CHLORIDE (2-)    CAS # 42926523

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Handle

and store under argon.    Unsuitable: sensitive to moisture\. SPECIAL

REQUIREMENTS  Moisture sensitive. Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 22 34

    Risk Statements: Harmful if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYBENZYL TRIPHENYLPHOSPHONIUM BROMIDE    CAS # 82105882

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

-

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.-

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYCARBONYLMETHYL PIPERAZINE (1-)    CAS # 40004088

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYCARBONYLPHENYL ISOCYANATE (4-)    CAS # 30806838

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation. Lachrymator.

    Inhalation: Harmful if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Prolonged contact can cause: Lung irritation, chest

    pain, and edema which may be fatal. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Water, Alcohols,  Amines, Strong

bases, Acids.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen cyanide

Store at 2-8°C

Keep tightly closed. Store under nitrogen.

Store under inert gas. Air sensitive. Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store under nitrogen. Store at 2-8░C SPECIAL

REQUIREMENTS  Store under inert gas. Air sensitive. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38 42

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    May cause sensitization by inhalation.

    S: 26 27 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable gloves

    and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYCOUMARIN (7-)    CAS # 31005024

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYLATED POLYARYLPHENOL    CAS # 75218   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   D   E   .   .   H   I   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   4   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.3 - TD50    21.3 mg/Kg

  REPRODUCTIVE RISK INDEX   3.0

  ACUTE TOXICTY RISK INDEX 3.8 - LD50    72.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   5.0 - LC50         

    cancer hazard

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. High concentrations are extremely destructive to

    tissues of the mucous membranes and upper respiratory tract,

    eyes, and skin.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Exposure to large amounts can cause: Convulsions.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Gas

  Flammable

  VAPOR PRESSURE 1087.3 mm Hg @ 20 °C

  FLASH POINT  -4 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     h - Flammable/Pyrophoric Gas

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Alcohols, Alkali metals, Ammonia, Oxidizing  agents,

Chemically active metals, and their salts.

FIRE EXTINGUISHER:  Use water spray to cool fire-exposed containers.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store in a

cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid all contact. Avoid    prolonged or

repeated exposure. STORAGE: Keep tightly closed. Keep away from heat, sparks,

and open flame. Store in a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F+ T

    Indication of Danger: Extremely Flammable. Toxic.

    R: 45 46 12 23 36/37/38

    Risk Statements: May cause cancer. May cause heritable genetic

    damage. Extremely flammable. Also toxic by inhalation.

    Irritating to eyes, respiratory system and skin.

    S: 53 45

    Safety Statements: Restricted to professional users. Attention -

    Avoid exposure - obtain special instructions before use. In case

    of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

  Immediately Dangerous to Life and Health  800 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  5 ppm

   DOE Ceiling Limit 45 ppm

  Immediately Dangerous to Life and Health   200 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYMERCAPTOBENZOTHIAZOLE (6,2-)    CAS # 120536

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Halogens.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHOXYPHENYLBORONIC ACID (4-)    CAS # 22237134

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL ACETATE    CAS # 141786

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5620.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.7 - LC50  13950.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed. 

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Liver. Kidneys. Blood. 

SIGNS AND SYMPTOMS OF EXPOSURE

    Can cause CNS depression. Exposure can cause: Drowsiness.

    Narcotic effect. Anemia. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   73.0 mm Hg @ 20 °C

  FLASH POINT  26.6 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F-Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11-36-66-67

    Risk Statements: Highly flammable. Irritating to eyes. Repeated

    exposure may cause skin dryness or cracking. Vapors may cause

    drowsiness and dizziness.

    S: 16-26-33

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Take precautionary

    measures against static discharges. 

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 400 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 400 ppm

  Immediately Dangerous to Life and Health  2000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  400 ppm

   DOE Short Term Exposure Limit  400 ppm

   DOE Ceiling Limit 400 ppm

  Immediately Dangerous to Life and Health   2000 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL ACRYLATE    CAS # 140885   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   H   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   800.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.0 - LC50   5022.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes eye irritation. Lachrymator.

   Inhalation: Harmful if inhaled. Material is irritating to mucous

   membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Nausea. Headache. Drowsiness. To the best of

   our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   31.0 mm Hg @ 20 °C

  FLASH POINT  46.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Peroxides.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F Xn

   Indication of Danger: Highly Flammable. Harmful.

   R: 11 20/21/22 36/37/38 43

   Risk Statements: Highly flammable. Harmful by inhalation, in

   contact with skin and if swallowed. Irritating to eyes,

   respiratory system and skin. May cause sensitization by skin

   contact.

   S: 9 16 33 36/37

   Safety Statements: Keep container in a well-ventilated place.

   Keep away from sources of ignition - no smoking. Take

   precautionary measures against static discharges. Wear suitable

   protective clothing and gloves.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 5 ppm

  OSHA Short Term Exposure Limit  25 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 5 ppm

  ACGIH Short Term Exposure Limit 15 ppm

  Immediately Dangerous to Life and Health  300 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  8.3 ppm

   DOE Short Term Exposure Limit  8.3 ppm

   DOE Ceiling Limit 36 ppm

  Immediately Dangerous to Life and Health   240 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL AMINOBENZOATE (4-)    CAS # 94097

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3042.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

    Blood. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BENZOATE    CAS # 93890

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2100.0 mg/Kg

  INHALATION RISK INDEX   1.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .450 mm Hg @ 20 °C

  FLASH POINT  199.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.    

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  25 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BENZOYLACETATE    CAS # 94020

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.   

WATER SPRAY.

TOXIC EMISSIONS WHEN BURNED: XIDE

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BENZOYLFORMATE    CAS # 1603798

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMIDE    CAS # 74964

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   H   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1350.0 mg/Kg

  NEUROTOXIC - RISK INDEX   4.0

  INHALATION HAZARD  INHALATION RISK INDEX   3.7 - LC50  22378.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. Harmful if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Liver. Kidneys. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Narcotic effect. Dizziness. Weakness.

    Ataxia. Tremors. To the best of our knowledge, the chemical,

    physical, and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  389.8 mm Hg @ 20 °C

  FLASH POINT  -10 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents,  Magnesium,

Potassium, Calcium, Sodium, Aluminum, Zinc, Alkali    metals.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS    Refrigerate

before opening. May develop pressure. Open carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11 20/22 40

    Risk Statements: Highly flammable. Harmful by inhalation and if

    swallowed. Limited evidence of a carcinogenic effect.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 200 ppm

  OSHA Short Term Exposure Limit  250 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 5 ppm

  Immediately Dangerous to Life and Health  2000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  1500 ppm

   DOE Ceiling Limit 1500 ppm

  Immediately Dangerous to Life and Health   1500 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOACETATE    CAS # 105362

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be fatal if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract.

   Ingestion: May be fatal if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    2.1 mm Hg @ 20 °C

  FLASH POINT  116.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 26/27/28

   Risk Statements: Very toxic by inhalation, in contact with skin

   and if swallowed.

   S: 7/9 26 45

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .0008 ppm

   DOE Short Term Exposure Limit  .0025 ppm

   DOE Ceiling Limit .02 ppm

  Immediately Dangerous to Life and Health   .1 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOBUTYRATE (4-)    CAS # 2969815

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  136.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMODIFLUOROACETATE    CAS # 667276

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract. Harmful if swallowed,

    inhaled, or absorbed through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  69.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10-34

    Risk Statements: Flammable. Causes burns.

    S: 26-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOISOBUTYRATE (2-)    CAS # 600000

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  134.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOPROPIONATE (2-)    CAS # 535115

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  123.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10 34

    Risk Statements: Flammable. Causes burns.

    S: 16 26 36/37/39 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOPROPIONATE (3-)    CAS # 539742

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  158 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOPYRUVATE    CAS # 70235

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  210 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL BROMOVALERATE (2-)    CAS # 615838

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  171 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 23 26 27 36/37/39 45

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Take off immediately all contaminated clothing. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL CHLOROACETATE    CAS # 105395

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   180.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.8 - LC50   3330.0

ROUTE OF EXPOSURE

   Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

   through skin. High concentrations are extremely destructive to

   tissues of the mucous membranes and upper respiratory tract,

   eyes, and skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    3.3 mm Hg @ 20 °C

  FLASH POINT  129.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 23/24/25 50

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Very toxic to aquatic organisms.

   S: 7/9 45 61

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. In case of accident or if you feel

   unwell, seek medical advice immediately (show the label where

   possible). Avoid release to the environment. Refer to special

   instructions/safety data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .15 ppm

   DOE Short Term Exposure Limit  .4 ppm

   DOE Ceiling Limit 3 ppm

  Immediately Dangerous to Life and Health   15 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL CHLOROACETOACETATE (4-)    CAS # 638073

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   200.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  221 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25 34

    Risk Statements: Toxic if swallowed. Causes burns.

    S: 26 36 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL CHLOROFORMATE    CAS # 541413   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  4   3   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50   270.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   4.0 - LC50    840.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be fatal

    if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  176.8 mm Hg @ 20 °C

  FLASH POINT  50 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Activated carbon, Alcohols, Do not allow  contact with

water, Amines Iron and iron salts., Metals

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F T+

    Indication of Danger: Highly Flammable. Very toxic.

    R: 11 22 26 34

    Risk Statements: Highly flammable. Harmful if swallowed. Very

    toxic by inhalation. Causes burns.

    S: 9 16 26 28 33 36/37/39 45

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking. In case of

    contact with eyes, rinse immediately with plenty of water and

    seek medical advice. After contact with skin, wash immediately

    with plenty of soap-suds. Take precautionary measures against

    static discharges. Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  1 ppm

   DOE Ceiling Limit 5 ppm

  Immediately Dangerous to Life and Health   10 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL CHLOROPROPIONATE (3-)    CAS # 623712

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  141.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL CYANOACETATE    CAS # 105566   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   1      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   400.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION RISK INDEX   1.7 - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .290 mm Hg @ 20 °C

  FLASH POINT  228.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing  agents,

Strong reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep container closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL CYANOACRYLATE (2-)    CAS # 7085850   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   I   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   330.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   1.8 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Exposure can cause: Damage to the eyes.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .290 mm Hg @ 20 °C

  FLASH POINT  185 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Reducing agents, Water, Amines, Alcohols, Alkali metals,

Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Aldehydes

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Light and moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame\. Store at 2-8░C SPECIAL REQUIREMENTS  Light and

moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 22 24/25 26

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL DIAZOACETATE    CAS # 623734

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   2      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   400.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation. Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Target organ: heart because methylene chloride is converted to

   carbon monoxide in the body. Liver. Pancreas. Blood. Target

   organ: central nervous system because of possible dizziness,

   headache, loss of consciousness and death at high concentrations.

SIGNS AND SYMPTOMS OF EXPOSURE

   Increased liver enzymes. Pulmonary edema. Effects may be

   delayed. Convulsions. Dichloromethane is metabolized in the body

   producing carbon monoxide which increases and sustains

   carboxyhemoglobin levels in the blood, reducing the

   oxygen-carrying capacity of the blood. A simple asphyxiant,

   exposure can cause anesthetic action, difficulty in breathing,

   headache, and dizziness. Prolonged or repeated contact with skin

   can cause defatting and dermatitis. Contact with eyes can cause

   redness, tearing, and blurred vision. Ingestion may cause

   gastrointestinal irritation. CNS depression. Paresthesia.

CONDITIONS AGGRAVATED BY EXPOSURE

   Existing data suggests that methylene chloride may be a weak

   mutagen in mammalian systems. May cause nervous system

   disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  FLASH POINT  116.6 °F

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Alkali metals, Aluminum, Bases.

FIRE EXTINGUISHER:  For small (incipient) fires, use media such as"alcohol"

foam, dry chemical, or carbon dioxide. For large   fires, apply water from as

far as possible. Use very large   quantities (flooding) of water applied as a

mist or spray; solid

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed. Keep away from combustible materials, heat, sparks, and

open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame\. Store at 2-8°C-

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 5-10-22-40

   Risk Statements: Heating may cause an explosion. Flammable.

   Harmful if swallowed. Limited evidence of a carcinogenic effect.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .2 mg/m3

   DOE Short Term Exposure Limit  .6 mg/m3

   DOE Ceiling Limit 4 mg/m3

  Immediately Dangerous to Life and Health   150 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL DIHYDROXYBENZOATE (3,4-)    CAS # 3943893

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL DIMETHYLACRYLATE (3,3-)    CAS # 638108

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50 11600.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  93 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Use protective clothing, gloves, and mask. Do not breathe vapor.

Avoid contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 16 29 33

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not empty into drains. Take precautionary measures

   against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL FLUOROACETATE    CAS # 459723

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  87.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T+

    Indication of Danger: Very toxic.

    R: 10 26/27/28

    Risk Statements: Flammable. Very toxic by inhalation, in contact

    with skin and if swallowed.

    S: 13 36/37/39 45

    Safety Statements: Keep away from food, drink, and animal

    feedingstuffs. Wear suitable protective clothing, gloves, and

    eye/face protection. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL FORMATE    CAS # 109944

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   F   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1850.0 mg/Kg

  NEUROTOXIC - RISK INDEX   1.0

  INHALATION HAZARD  INHALATION RISK INDEX   3.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. Harmful if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Narcotic effect. Exposure can cause: Symptoms of exposure may

    include burning sensation, coughing, wheezing, laryngitis,

    shortness of breath, headache, nausea, and vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  195.9 mm Hg @ 20 °C

  FLASH POINT  -3 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Oxidizing agents Avoid contact with bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame. Store in a cool dry place. Store

under nitrogen\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F-Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11-20/22-36/37

    Risk Statements: Highly flammable. Harmful by inhalation and if

    swallowed. Irritating to eyes and respiratory system.

    S: 9-16-24-26-33

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking. Avoid contact

    with skin. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Take precautionary

    measures against static discharges.

  Immediately Dangerous to Life and Health  1500 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  100 ppm

   DOE Short Term Exposure Limit  300 ppm

   DOE Ceiling Limit 500 ppm

  Immediately Dangerous to Life and Health   1500 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL FORMYLCYCLOPROPANE CARBOXYLATE (2:1-)    CAS # 20417612

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  184 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Strong  reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep container closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Keep away from heat and open flame. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL GLYCOLATE    CAS # 623507

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

IRRITATION DATA

    Eyes

    Guinea pig

    0.01 mg

    Remarks: Mild irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    1.5 mm Hg @ 20 °C

  FLASH POINT  143 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL HEPTANOATE    CAS # 106309

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1      

  ACUTE TOXICTY RISK INDEX 1.2 - LD50 34640.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  165.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL HEXANOL (2,1-)    CAS # 104767

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  REPRODUCTIVE RISK INDEX   1.3

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  3730.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0834 mm Hg @ 20 °C

  FLASH POINT  177.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21 37/38 41

    Risk Statements: Harmful in contact with skin. Irritating to

    respiratory system and skin. Risk of serious damage to eyes.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .1 ppm

   DOE Short Term Exposure Limit  .1 ppm

   DOE Ceiling Limit 120 ppm

  Immediately Dangerous to Life and Health   227 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL HYDROXYISOBUTYRATE (2-)    CAS # 80557

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  105.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 mg/m3

   DOE Short Term Exposure Limit  50 mg/m3

   DOE Ceiling Limit 400 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL IODOACRYALATE (CIS,3-)    CAS # 31930366

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  210 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Iodine Hydrogen iodide

Store at 2-8°C

Keep tightly closed.

Store under inert gas.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL IODOBENZOATE (4-)    CAS # 51934419

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL ISOBUTYRATE    CAS # 97621

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   23.7 mm Hg @ 20 °C

  FLASH POINT  68 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37/38

    Risk Statements: Highly flammable. Irritating to eyes,

    respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL ISOCYANATOACETATE    CAS # 2949226

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1130.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: May cause allergic reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Repeated exposure may cause asthma. Prolonged contact can cause:

    Nausea, dizziness, and headache. Lung irritation, chest pain,

    and edema which may be fatal. To the best of our knowledge, the

    chemical, physical, and toxicological properties have not been

    thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  161.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 36/37/38 42

    Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by inhalation.

    S: 23 26 36

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL LACTATE    CAS # 687478

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   1.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Vapor or mist is

    irritating to the mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    2.0 mm Hg @ 20 °C

  FLASH POINT  114.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 37 41

    Risk Statements: Flammable. Irritating to respiratory system.

    Risk of serious damage to eyes.

    S: 24 26 39

    Safety Statements: Avoid contact with skin. In case of contact

    with eyes, rinse immediately with plenty of water and seek

    medical advice. Wear eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 mg/m3

   DOE Short Term Exposure Limit  40 mg/m3

   DOE Ceiling Limit 300 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL LACTATE    CAS # 97643

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8200.0 mg/Kg

  INHALATION RISK INDEX   1.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Vapor or mist is

    irritating to the mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    2.0 mm Hg @ 20 °C

  FLASH POINT  114.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 37 41

    Risk Statements: Flammable. Irritating to respiratory system.

    Risk of serious damage to eyes.

    S: 24 26 39

    Safety Statements: Avoid contact with skin. In case of contact

    with eyes, rinse immediately with plenty of water and seek

    medical advice. Wear eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL LAURATE    CAS # 106332

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL LEVULINATE    CAS # 539888

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .135 mm Hg @ 20 °C

  FLASH POINT  201.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL MALONATE POTASSIUM    CAS # 6148647

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL MALONYL CHLORIDE    CAS # 36239095   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  147.2 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Bases, Oxidizing agents, Alcohols.

FIRE EXTINGUISHER:  Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed. Store in a cool dry place. Keep away from heat and open

flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Keep    away from heat and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 14 34

    Risk Statements: Reacts violently with water. Causes burns.

    S: 7 26 36/37/39 45

    Safety Statements: Keep container tightly closed. In case of

    contact with eyes, rinse immediately with plenty of water and

    seek medical advice. Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL METHACRYLATE    CAS # 97632

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50 14800.0 mg/Kg

  INHALATION RISK INDEX   1.8 - LC50  38671.2

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   15.0 mm Hg @ 20 °C

  FLASH POINT  66.2 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam

Store at 2-8°C

Light sensitive. Heat sensitive.

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid prolonged or

repeated exposure. Do not breathe vapor. STORAGE: Keep tightly closed. Keep

away from heat, sparks, and open flame\. Store at 2-8░C SPECIAL REQUIREMENTS 

Light sensitive. Heat sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11 36/37/38 43

   Risk Statements: Highly flammable. Irritating to eyes,

   respiratory system and skin. May cause sensitization by skin

   contact.

   S: 9 16 29 33

   Safety Statements: Keep container in a well-ventilated place.

   Keep away from sources of ignition - no smoking. Do not empt   into

drains. Take precautionary measures against static

   discharges.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  50 ppm

   DOE Short Term Exposure Limit  150 ppm

   DOE Ceiling Limit 750 ppm

  Immediately Dangerous to Life and Health   750 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL METHANESULFONATE    CAS # 62500   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   .   .   .   .   .   .   J   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   4.8

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1516.1 mg/Kg

  INHALATION RISK INDEX   1.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .328 mm Hg @ 20 °C

  FLASH POINT  212 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Store under inert gas. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 46 22 40

   Risk Statements: May cause heritable genetic damage. Harmful if

   swallowed. Limited evidence of a carcinogenic effect.

   S: 23 36/37/39 45

   Safety Statements: Do not breathe vapor. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 10 mg/m3

  Immediately Dangerous to Life and Health   150 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL NITROBENZOATE (4-)    CAS # 99774   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2700.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL NONANOATE    CAS # 123295

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 1.1 - LD50 43000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0600 mm Hg @ 20 °C

  FLASH POINT  201.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL ORANGE SODIUM    CAS # 62758127

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL OXALYL CHLORIDE    CAS # 4755775   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    6.5 mm Hg @ 20 °C

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Bases, Oxidizing agents, Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on STORAGE: Keep tightly

closed. Keep away from heat and open flame. Store in a cool dry place.

SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 10 34 37

   Risk Statements: Flammable. Causes burns. Irritating to

   respiratory system.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL OXOPHENYLBUTYRATE (2:4-)    CAS # 64920292

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL PHENYLACETATE    CAS # 101973

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  213.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL PIPERAZINE CARBOXYLATE (N-)    CAS # 120434

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

    S: 23 24/25

    Safety Statements: Do not breathe vapor. Avoid contact with skin

    and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL PROPIOLATE    CAS # 623472

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  77 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Bases, Acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL PROPIONATE    CAS # 105373

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8732.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.2 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation. skin Absorption: May be harmful if

absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure can cause: Narcotic effect. Gastrointestinal

   disturbances. Coughing, chest pains, difficulty in breathing. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   29.4 mm Hg @ 20 °C

  FLASH POINT  53.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 16 23 24 29 33

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not breathe vapor. Avoid contact with skin. Do not

   empty into drains. Take precautionary measures against static

   discharges.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 ppm

   DOE Short Term Exposure Limit  25 ppm

   DOE Ceiling Limit 150 ppm

  Immediately Dangerous to Life and Health   750 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL PYRUVATE    CAS # 617356

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  114.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Bases, Acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame\. Store at 2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL RED    CAS # 76058338

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

STORAGE    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL SALICYLATE    CAS # 118616

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1320.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0400 mm Hg @ 20 °C

  FLASH POINT  224.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/38

   Risk Statements: Harmful if swallowed. Irritating to eyes and

 skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL SILICATE    CAS # 78104

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6270.0 mg/Kg

  INHALATION RISK INDEX   1.2 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. Harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Kidneys. Lungs. Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure can cause: Lung irritation, chest pain, and

   edema which may be fatal. To the best of our knowledge, the

   chemical, physical, and toxicological properties have not been

   thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  118.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder,

oappropriate foam.

TOXIC EMISSIONS WHEN BURNED: Silicon oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store under nitrogen\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 10 20 36/37

   Risk Statements: Flammable. Harmful by inhalation. Irritating to

   eyes and respiratory system.

  Immediately Dangerous to Life and Health  700 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  25 ppm

   DOE Short Term Exposure Limit  25 ppm

   DOE Ceiling Limit 100 ppm

  Immediately Dangerous to Life and Health   300 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL TOLUENESULFONATE (4-)    CAS # 80400

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  316.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on    clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL TOULUENESULFONATE (P-)    CAS # 80228

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Hydrogen chloride

gas

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 40

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Limited evidence of a carcinogenic effect.

    S: 22 36

    Safety Statements: Do not breathe dust. Wear suitable protective

    clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL TRIFLUOROACETATE    CAS # 383631

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   893.7 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Eye Contact: Severe eye irritant.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Material is irritating to mucous membranes and upper respiratory

    tract.

    Ingestion: Harmful if swallowed.

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong  acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, STORAGE: Keep tightly

closed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xn

    R: 11 37/38 41 22

    Risk Statements: Highly flammable. Irritating to respiratory

    system and skin. Risk of serious damage to eyes. Harmful if

    swallowed.

    S: 9 16 26 36/39

    Keep away from sources of ignition - no smoking. In case of

    contact with eyes, rinse immediately with plenty of water and

    seek medical advice. Wear suitable protective clothing and

    eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL TRIFLUOROACETOACETATE    CAS # 372316

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   855.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.5 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE    6.0 mm Hg @ 20 °C

  FLASH POINT  100 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Strong acids, Strong bases, Strong

reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 10 22 52/53

   Risk Statements: Flammable. Harmful if swallowed. Harmful to

   aquatic organisms, may cause long-term adverse effects in the

   aquatic environment.

   S: 61

   Safety Statements: Avoid release to the environment. Refer to

   special instructions/safety data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL TRIFLUOROPYRUVATE (3,3,3-)    CAS # 13081180

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  80 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do   not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.    HANDLING: Avoid contact with

eyes, skin, and clothing. Do   not breathe vapor. Avoid prolonged or repeated

exposure. STORAGE: Keep container closed. Keep away from heat, sparks, and

open flame.    HANDLING: Avoid contact with eyes, skin, and clothing. Do  

not breathe vapor. Avoid prolonged or repeated exposure. STORAGE: Keep

container closed. Keep away from heat, sparks, and open flame.    HANDLING:

Avoid contact with eyes, skin, and clothing. Do   not breathe vapor. Avoid

prolonged or repeated exposure. STORAGE: Keep container closed. Keep away

from heat, sparks, and open flame.    HANDLING: Avoid contact with eyes,

skin, and clothing. Do   not breathe vapor. Avoid prolonged or repeated

exposure. STORAGE: Keep container closed. Keep away from heat, sparks, and

open flame.    HANDLING: Avoid contact with eyes, skin, and clothing. Do  

not breathe vapor. Avoid prolonged or repeated exposure. STORAGE: Keep

container closed. Keep away from heat, sparks, and open flame.    HANDLING:

Avoid contact with eyes, skin, and clothing. Do   not breathe vapor. Avoid

prolonged or repeated exposure. STORAGE: Keep container closed. Keep away

from heat, sparks, and open flame.    HANDLING: Avoid contact with eyes,

skin, and clothing. Do   not breathe vapor. Avoid prolonged or repeated

exposure. STORAGE: Keep container closed. Keep away from heat, sparks, and

open flame.    HANDLING: Avoid contact with eyes, skin, and clothing. Do  

not breathe vapor. Avoid prolonged or repeated exposure. STORAGE: Keep

container closed. Keep away from heat, sparks, and open flame.    HANDLING:

Avoid contact with eyes, skin, and clothing. Do   not breathe vapor. Avoid

prolonged or repeated exposure. STORAGE: Keep container closed. Keep away

from heat, sparks, and open flame.    HANDLING: Avoid contact with eyes,

skin, and clothing. Do   not breathe vapor. Avoid prolonged or repeated

exposure. STORAGE: Keep container closed. Keep away from heat, sparks, and

open flame.    HANDLING: Avoid contact with eyes, skin, and clothing. Do  

not breathe vapor. Avoid prolonged or repeated exposure. STORAGE: Keep

container closed. Keep away from heat, sparks, and open flame.    HANDLING:

Avoid contact with eyes, skin, and clothing. Do   not breathe vapor. Avoid

prolonged or repeated exposure. STORAGE: Keep container closed. Keep away

from heat, sparks, and open flame.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL VALERATE    CAS # 539822

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  93.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do    not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL VINYL ETHER    CAS # 109922   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   4   2      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8160.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.2 - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

TARGET ORGAN(S) OR SYSTEM(S)

    Damage to the liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    Damage to the liver. Warning: inhalation or ingestion may

    produce an intense excited state followed by unconsciousness and

    respiratory paralysis Symptoms of exposure may include burning

    sensation, coughing, wheezing, laryngitis, shortness of breath,

    headache, nausea, and vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE  560.0 mm Hg @ 20 °C

  FLASH POINT  -50.8 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Oxidizing agents, Oxygen Avoid contact with  acid.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Handle with care. STORAGE: Keep tightly closed. Keep away from heat, sparks,

and open flame\. SPECIAL REQUIREMENTS    May develop pressure. Open

carefully. Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F+ Xi

    Indication of Danger: Extremely Flammable. Irritant.

    R: 12 19 36/37/38

    Risk Statements: Extremely flammable. May form explosive

    peroxides. Irritating to eyes, respiratory system and skin.

    S: 3/7 16 23 26 33 36

    Safety Statements: Keep container tightly closed in a cool

    place. Keep away from sources of ignition - no smoking. Do not

    breathe vapor. In case of contact with eyes, rinse immediately

    with plenty of water and seek medical advice. Take precautionary

    measures against static discharges. Wear suitable protective

    clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL VINYL KETONE    CAS # 1629589

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

   ACUTE EFFECTS

      MAY CAUSE SKIN IRRITATION.

      MAY BE HARMFUL IF ABSORBED THROUGH THE SKIN.

      MAY CAUSE EYE IRRITATION.

      MAY BE HARMFUL IF INHALED.

      MATERIAL MAY BE IRRITATING TO MUCOUS MEMBRANES AND UPPER

      RESPIRATORY TRACT.

      MAY BE HARMFUL IF SWALLOWED.

   RTECS #: SB3800000

      1-PENTEN-3-ONE

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.     

USE WATER SPRAY TO COOL FIRE-EXPOSED CONTAINERS.      WATER MAY BE EFFECTIVE

FOR COOLING, BUT MAY NOT EFFECT EXTINGUISHMENT.

TOXIC EMISSIONS WHEN BURNED: SITION PRODUCTS

REACTIVE PROPERTIES

- 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL VINYL SULFIDE    CAS # 627509

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  22 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F

    Indication of Danger: Highly Flammable.

    R: 11

    Risk Statements: Highly flammable.

    S: 16 29 33

    Safety Statements: Keep away from sources of ignition - no

    smoking. Do not empty into drains. Take precautionary measures

    against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYL VIOLET    CAS # 2390592

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder. Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLAMINE    CAS # 75047

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   4   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   400.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.   

WATER MAY BE EFFECTIVE FOR COOLING, BUT MAY NOT EFFECT EXTINGUISHMENT.

TOXIC EMISSIONS WHEN BURNED: QUA REGIA A REACTION ACCOMPANIED BY LARGE HEAT R

REACTIVE PROPERTIES

MAY CAUSE EXPLOSIVE DECOMPOSITION OF MALEIC ANHYDRIDE.  REACTS VIOLENTLY

WITHTRIISOBUTYL ALUMINUM.

  Immediately Dangerous to Life and Health  600 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 ppm

   DOE Short Term Exposure Limit  15 ppm

   DOE Ceiling Limit 125 ppm

  Immediately Dangerous to Life and Health   600 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLAMINOBENZOATE (3-)    CAS # 582332

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Use protective clothing, gloves, and mask. Do not breathe vapor.

Avoid contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.

Store in a cool dry place    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/3   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLAMINOETHANE (BIS,1,2-)    CAS # 111740

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Severe irritation or burns.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Prolonged contact can cause: To the best of our knowledge, the

   chemical, physical, and toxicological properties have not been

   thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  92 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   CORROSIVE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Strong oxidizing

agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 10 34

   Risk Statements: Flammable. Causes burns.

   S: 16 26 27 36/37/39 45

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Take off immediately

   all contaminated clothing. Wear suitable protective clothing,

   gloves, and eye/face protection. In case of accident or if you

   feel unwell, seek medical advice immediately (show the label

   where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLANILINE    CAS # 103695

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1      

  ACUTE TOXICTY RISK INDEX 4 - LD50 10080.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50   1130.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .160 mm Hg @ 20 °C

  FLASH POINT  185 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 23/24/25 33

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Danger of cumulative effects.

   S: 28 37 45

   Safety Statements: After contact with skin, wash immediately

   with plenty of soap-suds. Wear suitable gloves. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLANILINE (2-)    CAS # 578541

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1260.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  199.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides,  Chloroformates,

Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25 33

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Danger of cumulative effects.

    S: 36/37/39 45

    Safety Statements: Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBENZALDEHYDE    CAS # 4748781

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  198 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Strong  reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 27 28 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBENZENE    CAS # 100414   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4100.0 mg/Kg

  NEUROTOXIC - RISK INDEX   4.0

  INHALATION HAZARD

  INHALATION RISK INDEX   2.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. Harmful if inhaled.

    Ingestion: May be harmful if swallowed. 

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Blood. 

SIGNS AND SYMPTOMS OF EXPOSURE

    Can cause CNS depression. Exposure can cause: Nausea, headache,

    and vomiting. Ataxia. Tremors. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

  FLASH POINT  59 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11 20

    Risk Statements: Highly flammable. Harmful by inhalation.

    S: 16 24/25 29

    Safety Statements: Keep away from sources of ignition - no

    smoking. Avoid contact with skin and eyes. Do not empty into

    drains. 

  Immediately Dangerous to Life and Health  800 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  100 ppm

   DOE Short Term Exposure Limit  125 ppm

   DOE Ceiling Limit 125 ppm

  Immediately Dangerous to Life and Health   800 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBENZENEBORONIC ACID (4-)    CAS # 63139219

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBENZENESULPHONYL CHLORIDE (4-)    CAS # 16712699

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Store under inert gas. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBENZYLAMINE    CAS # 14321278

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  156.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Strong oxidizing

agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34 37

   Risk Statements: Causes burns. Irritating to respiratory system.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBROMOCINNAMATE (TRANS,4-)    CAS # 24393531

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLBUTYRIC ACID (2-)    CAS # 88095

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2200.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0800 mm Hg @ 20 °C

  FLASH POINT  189 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: B

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21 36/37/38

    Risk Statements: Harmful in contact with skin. Irritating to

    eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLDIHYDROXYMETHYL BENZOATE (2,4:6-)    CAS # 2524370

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENE    CAS # 74851

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   4   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract. Can

    cause rapid suffocation.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Ethylene vapor will act as a simple asphyxiant by displacing the

    oxygen in the air. Dermal contact with rapidly evaporating

    liquid could result in freezing of the tissues or frostbite.

    Exposure can cause: Nausea, dizziness, and headache. Narcotic

    effect. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Gas

  Flammable

  VAPOR PRESSURE******* mm Hg @ 20 °C

  FLASH POINT  -148 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     h - Flammable/Pyrophoric Gas

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Carbon tetrachloride,  Chlorine,

Copper, Vinyl acetate.

FIRE EXTINGUISHER:  Use water spray or fog nozzle to keep cylinder cool. Move

cylinder away from fire if there is no risk.

REACTIVE PROPERTIES

HANDLING: Do not breathe gas. Do not get in eyes, on skin, on clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away from

heat, sparks, and open flame. Cylinder temperature should not exceed 125░F

(52░C)\. Incompatible Materials: Mixtures of ethylene and aluminum   

chloride at 30-60 bar pressure will rapidly heat and explode in    the

presence of supported nickel catalysts, methyl chloride or    nitromethane.

The mixing of ethylene with trifluoromethyl    hypofluorite in the absence of

a diluent results in an    explosion. Reaction with chlorine, ozone or

nitrogen oxide is    explosive. When ethylene is passed over heated lithium   

incandescence occurs and produces a mixture of lithium hydride    and lithium

acetylide. When 5A molecular sieves were used to dry    a compressed ethylene

gas stream, an exothermic reaction took    place and caused an explosion.

Smaller 3A molecular sieves are    not catalytically active toward ethylene      

SPECIAL REQUIREMENTS    Contents under pressure.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F+

    Indication of Danger: Extremely Flammable.

    R: 12 67

    Risk Statements: Extremely flammable. Vapors may cause

    drowsiness and dizziness.

    S: 9 16 33 46

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking. Take

    precautionary measures against static discharges. If swallowed,

    seek medical advice immediately and show this container or label.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  200 ppm

   DOE Short Term Exposure Limit  600 ppm

   DOE Ceiling Limit 7500 ppm

  Immediately Dangerous to Life and Health   7500 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENE BISDIPHENYLPHOSPHINE    CAS # 1663452

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place. Store under

nitrogen\. Store at 2-8°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENE CARBONATE    CAS # 96491

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .010000 mm Hg @ 20 °C

  FLASH POINT  289.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Acids, Bases, Reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  40 mg/m3

   DOE Short Term Exposure Limit  125 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENE GLYCOL    CAS # 107211   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  REPRODUCTIVE RISK INDEX   1.9

  ACUTE TOXICTY RISK INDEX 2 - LD50  4700.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Kidneys. Eyes. Cardiovascular system.

    Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    When ingested early symptoms mimic alcohol inebriation and are

    followed by nausea, vomiting, abdominal pain, weakness, muscle

    tenderness, respiratory failure, convulsions, cardiovascular

    collapse, pulmonary edema, hypocalcemic tetany, and severe

    metabolic acidosis. Without treatment, death may occur in 8 to

    24 hours. Victims who survive the initial toxicity period

    usually develop renal failure along with brain and liver damage.

    Exposure to and/or consumption of alcohol may increase toxic

    effects.

CONDITIONS AGGRAVATED BY EXPOSURE

    Ethylene glycol is metabolized to glycoaldehyde, glycolic acid,

    and glyoxal, followed by conversion to glyoxylic acid, formic

    acid, and oxalic acid. It has been shown that ethylene glycol is

    much less toxic than its metabolites. Glycolic acid is thought

    to be the major toxic metabolite causing acute as well as

    reproductive and developmental toxicity observed with ethylene

    glycol exposures. May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0800 mm Hg @ 20 °C

  FLASH POINT  231.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents, Strong  bases,

Aldehydes, Aluminum.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 ppm

   DOE Short Term Exposure Limit  39.4 ppm

   DOE Ceiling Limit 40 ppm

  Immediately Dangerous to Life and Health   60 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENE GLYCOL MONOETHYL ETHER    CAS # 110805   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   .   E   F   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   2      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   3.8

  ACUTE TOXICTY RISK INDEX 3 - LD50  2125.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION HAZARD

  INHALATION RISK INDEX   2.0 - LC50   2075.3

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin. Readily

   absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. Harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood. Central nervous system. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   In laboratory studies with this material, birth defects,

   fetotoxicity, embryolethality, anemia, bone marrow damage,

   hemolysis, immunosuppression, and damage to the male

   reproductive tissues have been observed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  VAPOR PRESSURE    3.8 mm Hg @ 20 °C

  FLASH POINT  107.6 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Oxidizing agents, Copper.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 60 61 10 20/21/22

   Risk Statements: May impair fertility. May cause harm to the

   unborn child. Flammable. Also harmful by inhalation, in contact

   with skin and if swallowed.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 25 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 5 ppm

  Immediately Dangerous to Life and Health  500 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  15 ppm

   DOE Ceiling Limit 500 ppm

  Immediately Dangerous to Life and Health   500 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEBISSIS SALICYLIMINE    CAS # 94939

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIAMINE    CAS # 107153

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1200.0 mg/Kg

  NEUROTOXIC - RISK INDEX   1.0

  INHALATION HAZARD

  INHALATION RISK INDEX   2.5 - LC50     93.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Readily absorbed through skin. Harmful if

   absorbed through skin.

   Eye Contact: Lachrymator. Causes burns.

   Inhalation: May be harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)   Kidneys. Liver. Blood. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Repeated exposure may cause asthma. Symptoms

   of exposure may include burning sensation, coughing, wheezing,

   laryngitis, shortness of breath, headache, nausea, and vomiting.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin. Stomach

   pains, vomiting, diarrhea.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

  FLASH POINT  100.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Phosphorus halides, Aldehydes, Organic

halides.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Use water spray to cool fire-exposed containers.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Ammonia Amines

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. SPECIAL REQUIREMENTS  Air and moisture

sensitive. Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 10-21/22-34-42/43

   Risk Statements: Flammable. Harmful in contact with skin and if

   swallowed. Causes burns. May cause sensitization by inhalation

   and skin contact.

   S: 23-26-36/37/39-45

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing, gloves, and eye/face

   protection. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 10 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 10 ppm

  Immediately Dangerous to Life and Health  1000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  9.7 ppm

   DOE Short Term Exposure Limit  9.7 ppm

   DOE Ceiling Limit 9.7 ppm

  Immediately Dangerous to Life and Health   20 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIAMINE DIHYDROCHLORIDE    CAS # 333186

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5225.8 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: May cause allergic respiratory and skin reactions 

SIGNS AND SYMPTOMS OF EXPOSURE

   Repeated exposure may cause asthma. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/37/38 42/43

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin. May cause sensitization by

   inhalation and skin contact.

   S: 24/25

   Safety Statements: Avoid contact with skin and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .1 mg/m3

   DOE Short Term Exposure Limit  .3 mg/m3

   DOE Ceiling Limit 2 mg/m3

  Immediately Dangerous to Life and Health   60 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIAMINE DIHYDROXYPHENYLACETIC ACID    CAS # 1170021

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Kidneys. Spleen. Thymus.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Respiratory depression and sedation.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIAMINETETRAACETIC ACID FERRIC SODIUM    CAS # 15708415

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Iron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIAMINETETRAACETIC ACID TETRASODIUM    CAS # 64028

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/37

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  40 mg/m3

   DOE Short Term Exposure Limit  125 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIAMINETETRAACETIC ACID TRISODIUM SALT    CAS # 10378220

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEDIANILINE (4,4'-)    CAS # 621954

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Chloroformates,

Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/37

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLENEIMINE POLYMER    CAS # 9002986

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2200.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Gastrointestinal disturbances. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    9.0 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

  Immediately Dangerous to Life and Health  100 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 100 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLHEXYL METHOXYCINNAMATE (TRANS,2:4-)    CAS # 83834597

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLHYDRAZINE OXALATE    CAS # 6629603

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

S

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21/22

    Risk Statements: Harmful in contact with skin and if swallowed.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLHYDROXYLAMINE HYDROCHLORIDE (ORTHO-)    CAS # 3332294

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

    Multiple Routes: Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLIDENECYCLOHEXANE    CAS # 1003641

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   1      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 3 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50   5115.0

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  75 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 16 29 33

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not empty into drains. Take precautionary measures

   against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLIMIDAZOLE (2-)    CAS # 1072624

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  318.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLINDOLE CARBOXYLATE (2-)    CAS # 3770501

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMALEIMIDE    CAS # 128530

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.3 - LD50    25.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: May be harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.   Ingestion: May be fatal if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  163.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Light sensitive.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 21 28 34 43

   Risk Statements: Harmful in contact with skin. Very toxic if

   swallowed. Causes burns. May cause sensitization by skin contact.

   S: 26 28 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After

   contact with skin, wash immediately with plenty of water. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYL PENTENOATE (1:4-)    CAS # 4911540

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  136 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLAMINE (N-)    CAS # 624782

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes burns.

    Inhalation: Harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  441.0 mm Hg @ 20 °C

  FLASH POINT  35.6 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Acids, Strong oxidizing agents, Reacts  violently with

acetic acid.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F C

    Indication of Danger: Highly Flammable. Corrosive.

    R: 11 20/21/22 34

    Risk Statements: Highly flammable. Harmful by inhalation, in

    contact with skin and if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLIMIDAZOLIUM HEXAFLUOROPHOSPHATE (1:3:1H    CAS # 155371190

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of fluoride overexposure may include salivation,

    nausea, vomiting, abdominal pain, fever, and labored breathing.

    Fluoride ion can reduce serum calcium levels possibly causing

    fatal hypocalcemia. Prolonged exposure to fluoride dusts,

    vapors, or mists results in perforation of the nasal septum.

    Chronic effects include excessive calcification of the bones,

    ligaments, and tendons. Material is extremely destructive to

    tissue of the mucous membranes and upper respiratory tract,

    eyes, and skin. Inhalation may result in spasm, inflammation and

    edema of the larynxand bronchi, chemical pneumonitis, and

    pulmonary edema. Symptoms of exposure may include burning

    sensation, coughing, wheezing, laryngitis, shortness of breath,

    headache, nausea, and vomiting. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLIMIDAZOLIUM TETRAFLUOROBORATE (1:3:1H-)    CAS # 143314163

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of fluoride overexposure may include salivation,

    nausea, vomiting, abdominal pain, fever, and labored breathing.

    Fluoride ion can reduce serum calcium levels possibly causing

    fatal hypocalcemia. Prolonged exposure to fluoride dusts,

    vapors, or mists results in perforation of the nasal septum.

    Chronic effects include excessive calcification of the bones,

    ligaments, and tendons.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Boron oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLIMIDAZOLLUM BROMIDE (1:3-)    CAS # 65039089

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6200.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Severe eye irritant.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    -

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 37/38 41

   Risk Statements: Irritating to respiratory system and skin. Risk

   of serious damage to eyes.

   S: 26 39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLPYRIDINE (5,2-)    CAS # 104905

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   1      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   368.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.

TOXIC EMISSIONS WHEN BURNED: DUCTS

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLQUINOLINIUM IODIDE (1,2-)    CAS # 606553

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen iodide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLMETHYLTETRAHYDROPYRIDINE CARBOXYLATE (1:1,2,3    CAS # 40175062

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  214 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLNYLBENZALDEHYDE (2-)    CAS # 38846649

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLOXOTRIPHENYLPHOSPHORANYLIDENE BUTYRATE (3,4-)    CAS # 13148055

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPENTYNOL (3:1:3-)    CAS # 6285069

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  98.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do    not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    R: 10

    Risk Statements: Flammable.

    S: 16

    Safety Statements: Keep away from sources of ignition - no

    smoking.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPHENOL (2-)    CAS # 90006

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1935.5 mg/Kg

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes.

SIGNS AND SYMPTOMS OF EXPOSURE

   Depending on the intensity and duration of exposure, effects may

   vary from mild irritation to severe destruction of tissue. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .189 mm Hg @ 20 °C

  FLASH POINT  172.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 41 37/38

   Risk Statements: Harmful if swallowed. Risk of serious damage to

   eyes. Irritating to respiratory system and skin.

   S: 36/37/39

   Safety Statements: Wear suitable protective clothing, gloves,

   and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPHENYL ISOCYANATE (4-)    CAS # 23138503

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  190 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen cyanide

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPHENYLGLYCIDATE (3-)    CAS # 121391

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPHOSPHONIC DICHLORIDE    CAS # 1066508   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25 34

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Causes burns.

    S: 23 26 36/37/39 45

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPIPERIDINE (1-)    CAS # 766096

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  62.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Strong oxidizing

agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xn

   Indication of Danger: Highly Flammable. Harmful.

   R: 11 20/22 36/37/38

   Risk Statements: Highly flammable. Harmful by inhalation and if

   swallowed. Irritating to eyes, respiratory system and skin.

   S: 26 36/37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPROPYLAMINE (1-)    CAS # 616240

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Severe irritation or burns.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Prolonged contact can cause: To the best of our knowledge, the

    chemical, physical, and toxicological properties have not been

    thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  36 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Strong  oxidizing

agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F C

    Indication of Danger: Highly Flammable. Corrosive.

    R: 11 34

    Risk Statements: Highly flammable. Causes burns.

    S: 16 26 27 36/37/39 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Take off immediately

    all contaminated clothing. Wear suitable protective clothing,

    gloves, and eye/face protection. In case of accident or if you

    feel unwell, seek medical advice immediately (show the label

    where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPYRIDINE (2-)    CAS # 100710

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  102.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on    clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPYRROLE (2-)    CAS # 1551060

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  144 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame\. Store at

2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLPYRROLE CARBOXYLATE (1H:2-)    CAS # 2199431

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLTHIOBENZENEBORONIC ACID (4-)    CAS # 145349764

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLTOLUENE SULFONAMIDE    CAS # 80397

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Ammonia

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/37

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYLTRIFLUORODIHYDRO OXOQUINOLINECARBOXYLATE    CAS # 79660461

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

US CLASSIFICATION AND LABEL TEXT

   Indication of Danger: Irritant.

   Risk Statements: Irritating to eyes, respiratory system and skin.

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYL CYCLOHEXANOL (1:1-)    CAS # 78273

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   600.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  163.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21/22

    Risk Statements: Harmful in contact with skin and if swallowed.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYL METHOXYBENZENE (1:4-)    CAS # 768605

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  180 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYL METHYL IMIDAZOLE (5:1:1H-)    CAS # 71759927

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  220 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Store under

inert gas. Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 37/38 41

    Risk Statements: Harmful if swallowed. Irritating to respiratory

    system and skin. Risk of serious damage to eyes.

    S: 26 36/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYL TOLYL SULFONE (PARA-)    CAS # 13894218

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYL TRIFLUOROETHYLENE (3,A-A-A-)    CAS # 705282

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Harmful if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  69 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Alkali  metals,

Halogens.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 10 20/21/22

    Risk Statements: Flammable. Harmful by inhalation, in contact

    with skin and if swallowed.

    S: 16 26 36 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYL TRIFLUOROETHYLENE (4,A-A-A-)    CAS # 705317

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  69 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Alkali  metals,

Halogens.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do    not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F

    Indication of Danger: Highly Flammable.

    R: 11

    Risk Statements: Highly flammable.

    S: 16 26 36 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLANILINE (4-)    CAS # 14235815

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLCYCLOHEXENE (1-)    CAS # 931497

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  85 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store in a

cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 16 26 36/37/39

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLESTRADIOL (17 ALPHA-)    CAS # 57636

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 5+ - TD50      .2 mg/Kg

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   960.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Female reproductive system. Male reproductive system.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid all contact. STORAGE: Keep tightly

closed\. SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 45 22

    Risk Statements: May cause cancer. Harmful if swallowed.

    S: 53 45 36/37/39

    Safety Statements: Avoid exposure - obtain special instructions

    before use. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible). Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLFLUOROBENZENE (1:4-)    CAS # 766983

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of fluoride overexposure may include salivation,

    nausea, vomiting, abdominal pain, fever, and labored breathing.

    Fluoride ion can reduce serum calcium levels possibly causing

    fatal hypocalcemia. Prolonged exposure to fluoride dusts,

    vapors, or mists results in perforation of the nasal septum.

    Chronic effects include excessive calcification of the bones,

    ligaments, and tendons. To the best of our knowledge, the

    chemical, physical, and toxicological properties have not been

    thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  84.2 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.    Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLPYRIDINE (2-)    CAS # 1945842

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place\. SPECIAL REQUIREMENTS Handle under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLPYRIDINE (3-)    CAS # 2510238

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  134 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLTOLUENE (3-)    CAS # 766825

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  77 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38 65

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin. Harmful: may cause lung damage if swallowed.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

ETHYNYLTOLUENE (4-)    CAS # 766972

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  120 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 16 26 27 36/37/39

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Take off immediately

    all contaminated clothing. Wear suitable protective clothing,

    gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EUGENOL    CAS # 97530   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1930.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Vapor or mist is

   irritating to the mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: May cause allergic respiratory and skin reactions

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Central nervous system. Lungs. G.I. System.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0800 mm Hg @ 20 °C

  FLASH POINT  233.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Store under

inert gas. Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/37/38 42/43

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin. May cause sensitization by

   inhalation and skin contact.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EUROPIUM    CAS # 7440531   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   2   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: Harmful if inhaled or swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently in air

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents, Halogens.

FIRE EXTINGUISHER:  Dry chemical powder. Do not use water.

REACTIVE PROPERTIES

HANDLING: Use protective clothing, gloves, and mask. Avoid   contact and

inhalation. Avoid prolonged or repeated exposure. STORAGE: Keep tightly

closed. Store under argon\. SPECIAL REQUIREMENT   Air and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 14/15 1   Risk Statements: Reacts violently with water, liberating

   extremely flammable gases. Spontaneously flammable in air.

   S: 7/8 43

   Safety Statements: Keep container tightly closed and dry. In

   case of fire, use special powder for metal fire. Never use water.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EUROPIUM NITRATE HEXAHYDRATE    CAS # 10031535

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   1   OX   

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Organic materials, Strong reducing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Metal oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: O Xi

   Indication of Danger: Oxidizing. Irritant.

   R: 8 36/37/38

   Risk Statements: Contact with combustible material may cause

   fire. Irritating to eyes, respiratory system and skin.

   S: 17 26 36/37/39

   Safety Statements: Keep away from combustible material. In case

   of contact with eyes, rinse immediately with plenty of water and

   seek medical advice. Wear suitable protective clothing, gloves,

   and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EUROPIUM(III) NITRATE HEXAHYDRATE    CAS # 100587959

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Organic materials, Strong reducing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Metal oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

EVANS BLUE    CAS # 314136

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45

   Risk Statements: May cause cancer.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

